SAFETY FIRST
— WHY COMPROMISE

Health and Safety vacuum cleaners for every application

Nilfisk
ALTO

Why Compromise




Clean

“tremeClean

— automatic filter cleaning system

Nilfisk-ALTO offers XtremeClean the impressive filter cleaning system. Extremely efficient and completely automatic.
This is the best filter cleaning system that the market has ever seen. All you have to do is start the vacuum and

the filter is immediately cleaned automatically every 15 or 30 seconds whilst you work. So there is no need to stop
working to clean the filter and remove blockages. You concentrate on the task in hand, and XtremeClean will take care

of the filter cleaning.

Push&:Clean

— semi-automatic filter cleaning system

Push&Clean technology enables fast and simple cleaning of the filter cartridge. When the fitting for the air inlet or
the hose is blocked and the filter cleaning button is pushed, the surrounding air enters into the container, passing
through the filter cartridge in the opposite direction. The dirt is blasted off the filter and suction performance is high

again. A comfortable and powerful yet gentle way of cleaning the filter.

&Clean
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Sophistication in engineering

As particle sizes of hazardous dusts are measured in less than

0,1 micron, it goes without saying, that sophisticated technology
combined with years of experience and expertise are crucial factors
when choosing your health and safety vacuum cleaner.

Approved for professionals

Hazardous dust demands the highest level of safety to ensure

the maximum health protection. Nilfisk-ALTO health and safety
vacuum cleaners span all dust classes - L (light), M (medium), H
(high), Asbestos and explosive dusts classified as ATEX Type 22. All
our solutions meet the new pan-European standards and bear all
the necessary statutory approval symbols. The range is designed for
professionals that also demand low noise operation, ergonomics,
long-life and reliable performance e.g. maintaining a filter
permeability of only 0.005% on health and safety vacuum cleaners
approved for use in hospitals.

A solution for any need

The handling of hazardous dust is a complex matter that
continuously calls for new, innovative product development and
competent engineering. As a specialist, Nilfisk-ALTO offers state
of-the-art solutions in a full range, dedicated to solve any demanding
task of picking up health-endangering dusts.
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Hazardous dust - in a class of its own!
- how to handle the invisible opponent

Respiratory and skin diseases result in very high costs

Focus on the unseen...

Nilfisk-ALTO joined the fight against hazardous dust many years
ago because the high quality and performance of our standard
vacuum cleaner range made it possible with only minor changes
coupled with careful adherence to the procedures for handling
Hazardous Dust. Our experience and technical expertise when
combined with input from our customers, has resulted in what
is probably the most complete offering in the marketplace,
today. When you think Health & Safety vacuum cleaners, think
Nilfisk-ALTO and you won't go wrong.

Prevention is the best cure

Many diseases of the nasal mucous membranes, larynx,
trachea, bronchial system and lungs are generally caused by
dust, which is inhaled as we breathe, plus some dust can cause
skin irritations, eczema, dermatitis or allergies simply through
direct contact with the skin.

As these miniature particles are normally invisible to the naked
eye, the threat is quite often underestimated so attention must
be paid to prevention - because some diseases are incurable.
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Beware of explosive dust

Disease is not the only danger. It is well-known that cotton or paper can burn but also other materials, such as flour
or even metals can ignite! Many types of dust which are potentially explosive are classified as an ATEX (ATmosphere
C : y % EXplosive) Zone 22 application and Type 22 equipment must meet additional and very special requirements.

The presence of oxygen and an ignition source with sufficient energy and an flammable substance (gaseous, liquid or
solid) are all factors which can provoke an explosion. The finer the dust, the higher the risk of an explosion!
Nilfisk-ALTO safety vacuum cleaners pick up the dust, and separate it from the surrounding air. Up to 99.995% is fil-
tered out and isolated in the container.

Zone 22 v
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These vacuum cleaners
permit picking up
dusts from dust class

L. These include dusts
with OEL values

> 1 mg/m3.

These vacuum cleaners
permit picking up
dusts from dust classes
L and M. These include
all health-endangering,
non-carcinogenic dusts
with OEL values

> 0.1 mg/m3 and
hardwood dusts.

77777
These vacuum cleaners
permit picking up
dusts from dust classes
L, M and H. These
include all health-
endangering dusts
with OEL values, all
carcinogenic dusts and
dusts contaminated
with germs and
bacteria.

d

ACHTUNG
ENTHALT
ASBEST

Asbestos dusts are only
permitted to be picked
up with vacuum
cleaners conforming to
dust class H.

These vacuum cleaners
are approved to pick
up explosive/flamable
dust in ATEX Zone 22
as well as dust from
dust classes L, M or H.
Furthermore these
vacuum cleaners are
approved to be used
as dust extractors.

Nilfisk-ALTO complies with the new pan-European standard

The national ordinances to date - the EN 60335-2-69 for Europe
and the worldwide IEC 60335-2-69 have been incorporated into
the new European standard and streamlined for the sake of

clarity - and in practice it means a split into the above
mentioned classes. You will find the relevant classes listed with
each health and safety vacuum cleaner in this brochure.

Dust classe / Zone Max. permeability
L 1% Removes 99% of:
« Dusts with OEL values > Tmg/m3
M 0.1% Removes 99.9% of: Low dust
* Dusts with OEL values > 0.1mg/m?
* Wood dust
H 0,005% Removes 99.995% of: Dust free
* Dusts with OEL values
« Carcinogenic dusts
* Dusts with germs or bacteria
Asbestos requirement asH * Asbestos dust
Explosive dusts Type 22 « Dusts of dust explosion classes St1, St2 Basic machine for ATEX Zone 22 with test M or H
(ATEX Zone 22) As Dust Class L, M or H, and St3 in ATEX Zone 22 (previously zone 11)
with additional require-
ments

HEALTH AND SAFETY VACUUMS



114}

TECHNICAL DATA

Nilfisi
ALTG

ATTIX
30-2M PC- 110 v

ATTIX
30-2M PC - 230v

ATTIX
50-2M XC

Air flow rate (I/min.) 3200 3700 3700
Vacuum (mbar/kPa) 230 250/25 250/25
Power Pmax (W) 1200 1500 1200
Power Piec (W) 1000 1200 1000
Working sound level (dB(A)) 59 59 59
Container volume (I/max) 30 30 47
Mains connection (V/~/Hz) 110/1/50-60/32 amp 230/1/50-60 110/1/50-60/32 amp
Dimensions L x W x H (mm) 450x380x595 450x380x595 450x380x750
Weight (kg) 10 10 12
El cable (m) 7.5 7.5 7.5
STANDARD EQUIPMENT

15325 15325 15325

Suction hose

Extension tube

- [627 mm x 3.5 m]

- [627 mm x 3.5 m]

-[627 mm x3.5m

Filter bag 302004000 302004000 302004004
Flat filter 302002842
Filter element, PET 302000490 302000490

Disposal bag x 1 302000728
Tool adapter 18195 18195 18195
Curved hand tube

Floor nozzle

ITEM NO. 107400416 107400413 107400472

Dusts from dust classes L and M may be picked up using these vacuum cleaners. These include all health-endangering, non-carcinogenic
dusts with OEL-values > 0.1 mg/m3 and wood dusts. Application: industry sectors as chemicals, wood, plastics, metal, pharmaceuticals,

paper and textiles, for craftsmen including carpenters, joiners and painters.
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Safety Vacuum Cleaners for dust class M

M-CLASS VACS

« Approved for work with M-Class hazardous dust.
« Industrial specifications, robust construction, and powerful...the definition of ATTIX series vacuums.
» XtremeClean automatic filter cleaning system takes care of filter cleaning in just a few seconds with-

out interrupting operation.

* Push&Clean. Filter cleaning system which allows you to clean the filter in seconds... and continue

working.

» Washable PET fleece filter for high efficiency and low maintenance cost.
« SilentPower. High performance that is seen, but not heard.

* AutoOnOff for electric tools.

* EasyDisposal bag — quick and easy change of bag instead of emptying container (763-2M ED).

« SoftStart.
* Tool tray.

« MultiFit accessory system for the ultimate in task flexibility.

TECHNICAL DATA ATTIX 751-2M ATTIX ATTIX

761-2M XC 763-2M ED
Air flow rate (I/min.) 3600 3600 3600
Vacuum (mbar/kPa) 230/23 230/23 230/23
Power Pmax (W) 1500 1500 1500
Power Piec (W) 1200 1200 1200
Working sound level (dB(A)) 57 57 57
Container volume (I/max) 70 70 ~30
Mains connection (V/~/Hz) 230/1/50-60 230/1/50-60 230/1/50-60
Dimensions Lx W x H (mm) 605x580x970 605x580x970 605x580x1284
Weight (kg) 25 27 25
El cable (m) 7.5 7.5 7.5
STANDARD EQUIPMENT

15325 15325 302001682

Suction hose

Extension tube

Filter bag 302001484 302001484

Filter element, PET 302000490 302000751 302000751
Disposal bag x 1 302001480

Tool adapter 18195 18195 302000535
Curved hand tube 46691
Floor nozzle 15348

- [627 mm x 3.5 m AS]

- [@27 mm x 3.5 m AS]

- [@36 mm x 5 m AS]
15546

ITEM NO.

302001526 EU

302001535 EU

302001695 EU
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TECHNICAL DATA

Nilfisic
5LTD

ATTIX
30-0H PC- 110v

ATTIX
30-0H PC-230v

ATTIX
50-0H PC-110v

ATTIX
50-0H PC-230v

Air flow rate (I/min.) 3700 3700 3700 3700 3700

Vacuum (mbar/kPa) 250/25 250/25 250/25 250/25 250/25

Power Pmax (W) 1200 1500 1200 1500 1500

Power Piec (W) 1000 1200 1000 1200 1200

Working sound level (dB(A)) 59 59 59 59 59

Container volume (I/max) 30 30 47 47 47

Mains connection (V/~/Hz) 110/1/50-60/16 amp = 230/1/50-60 110/1/50-60/16 amp | 230/1/50-60 230/1/50-60

Dimensions L x W x H (mm) 450x380x595 450x380x595 450x380x750 450x380x750 450x380x750

Weight (kg) 10 10 11 11 11

El cable (m) 7.5 7.5 7.5 7.5 7.5

STANDARD EQUIPMENT

Suction hose 46948 46948 46948 46948 302001682 -
-[@36 mm x 3 m] - [@36 mm x 3 m] -[@36 mm x 3 m] - [436 mm x 3 m] [336 mm x 5 m AS]

Safety filter bag 302004000 302004000 302004004 302004004 107400236

Filter element, H-class 302000658 302000658 302000658 302000658 107400449

Curved hand tube 302000528 302000528 302000528 302000528

Tool adapter 302000535

Diagonal nozzle 5067 5067 5067 5067 5067

ITEM NO. 107400417 107400418 107400419 107400473 107400409 EU

Dusts from dust classes L, M and H including Asbhestos may be picked up using these vacuum cleaners. These include all health-
endangering dusts with OEL-values, all carcinogenic dusts and dusts contaminated with germs and bacteria. Application: industry and
trade sectors as chemicals, plastics, pharmaceuticals, mining, paper and textiles; for craftsmen such as roofers and painters.
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Safety Vacuum Cleaners for dust class H
& Asbestos

Nilfisk

ALTO H-CLASS VACS
f * Approved for work with H-Class hazardous dust.

« Industrial specifications, robust construction, and powerful...the
definition of ATTIX series vacuums.

» XtremeClean. Automatic filter cleaning system takes care of filter
cleaning tasks in just a few seconds without interrupting work.

* Push&Clean. A filter cleaning system which allows you to clean
the filter in seconds... and continue working.

« SilentPower. High performance that is seen, but not heard.

* MultiFit accessory system for the ultimate in task flexibility.

TECHNICAL DATA

ATTIX
751-0H

ATTIX
761-2H XC

ATTIX 965-0H/M SD XC

Asbestos is a group of naturally occurring inorganic crystalline silicates which are found in the form of
fibres. When subjected to mechanical loads these fibres can split, producing ever thinner fibres, which can
consequently be deposited in the lungs.

Asbestos is not used any more, but a lot of materials and buildings that contain asbestos have to be renovated.
By breaking, beating, drilling, sawing, grinding or milling, the asbestos fibres are released. This dust has to be
contained directly at the source! Vacuuming asbestos requires the use of an approved H-class safety vacuum

cleaner.

Air flow rate (I/min.) 3100 3600 2 x 3600
Vacuum (mbar/kPa) 230/23 230/23 250/25
Power Pmax (W) 1400 1500 2 x 1500
Power Piec (W) 1100 1200 2 x 1200
Working sound level (dB(A)) 57 57 67
Container volume (I/max) 70 70 50
Mains connection (V/~/Hz) 230/1/50-60 230/1/50-60 230/1/50-60
Dimensions L X W x H (mm) 605x580x970 605x580x970 615x690x990
Weight (kg) 25 27 45
El cable (m) 7.5 7.5 10
STANDARD EQUIPMENT
Suction hose 46948 63209

-[@36 mm x 3 m] - [@36 mm x 4 m AS]
Safety filter bag 302001486 302001486 302003473
Disposal bag 302001480
Filter element, H-class 302000658 302001137 107400564
Curved hand tube 46691
Diagonal nozzle 5067
ITEM NO. 302001519 EU 302002174 EU 302002903 EU,
Asbestos
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